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Graphene has recently emerged as an important and exciting material. Inspired by its outstanding properties, many researchers 
have extensively studied graphene-related materials both experimentally and theoretically. Porous graphene is a collection of gra-
phene-related materials with nanopores in the plane. Porous graphene exhibits properties distinct from those of graphene, and it 
has widespread potential applications in various fields such as gas separation, hydrogen storage, DNA sequencing, and superca-
pacitors. In this review, we summarize recent progress in studies of the properties, preparation, and potential applications of po-
rous graphene, and show that porous graphene is a promising material with great potential for future development. 
graphene, porous graphene, electronic structure, gas separation, DNA sequencing 
 





Graphene, a densely packed two-dimensional (2D) sheet of 
sp2-hybridized carbon atoms, has become important in the 
field of materials science, attracting both theoretical and 
experimental interest, as a result of its exceptional proper-
ties and potential applications. Although studies of graphite 
with fewer layers had been carried out before [1,2], a single 
layer of graphene was first successfully observed under the 
microscope by Geim and coworkers [3] in 2004 through 
reverse exfoliation of graphite. Since then, investigations 
into this novel material have increased significantly. Gra-
phene can be prepared using mechanical exfoliation and 
many other methods. For instance, graphene has been ob-
tained by epitaxial growth on insulating substrates such as 
SiC [4] and SiO2 [5], and on metal substrates such as Ir(111) 
[6] and Ni(111) [7]. Chemical vapor deposition [8] and 
thermal oxidation of graphite [9] have made the preparation 
of large-area graphene feasible. The most intriguing aspect 
of graphene is its extraordinary properties. Graphene, which 
is constructed by strong sp2 covalent bonds, is believed to 
be the strongest material ever measured [10]. Experiments 
have revealed that graphene exhibits a high ambipolar elec-
tric-field effect at room temperature, better conductivity 
than any other known material [3], and many other novel 
properties, including room-temperature quantum Hall ef-
fects, mass-less Dirac electrons near the K point, and high 
mobility of carriers (106 m s−1, close to the speed of light) 
[11–13]. All these properties distinguish graphene from 
ordinary materials, and make graphene an ideal candidate 
for the manufacture of electronic devices. To develop a full 
understanding of its nature and realize the full potential of 
graphene, extensive investigations have proceeded in vari-
ous directions. For instance, the electronic and magnetic 
properties of graphene can be modified by hydrogenation 
[14] and doping [15]. 
Another research area, porous graphene, has also attract-
ed increasing attention recently. Porous graphene is a col-
lection of graphene-related materials with nanopores in the 
plane. Depending on the production techniques used, the 
pore size ranges from atomic precision to nanoscale. As a 
result of the nanopores in the graphene plane, porous gra-
phene exhibits properties distinct from those of pristine 
graphene, leading to its potential applications in numerous 
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fields such as energy storage [16], gas purification [17,18], 
and DNA sequencing [19,20]. In this review, we will sum-
marize recent progress on research into the properties, 
preparation, and potential applications of porous graphene. 
1  Properties of porous graphene 
1.1  Structural properties of porous graphene 
Depending on the production technique, the structure of 
porous graphene varies with respect to pore size and distri-
bution. 
Recently, 2D polyphenylene, a porous graphene with 
single-atom-wide pores and sub-nanometer periodicity, has 
been successfully fabricated, as shown by the scanning tun-
neling microscopy (STM) image in Figure 1(a) [21]. The 
resulting porous graphene can be understood as pristine 
graphene with one hexagon missing per 3 × 3 unit cell. 
First-principles computations indicate that the pore width is 
~2.48 Å [22]. Although similar 2D polymer networks can 
also be found elsewhere [23–25], this is the one most close-
ly related to graphene. 
By electron beam irradiation of transmission electron 
microscopy (TEM), Fischbein et al. [26] introduced na-
nopores into graphene sheets, demonstrating that closely 
packed nanopore arrays could be achieved. Subsequent 
studies showed that drilling holes using TEM was a robust 
and well-reproducible procedure [27]. The pore diameters 
range from 2 to 40 nm in multilayer and monolayer gra-
phenes, as shown in Figure 1(b) and (c). Despite the local 
damage around the pore, the crystallinity of the monolayer 
surrounding the hole was preserved. 
1.2  Electronic properties of porous graphene 
The electronic properties of 2D polyphenylene-type porous 
graphene have been investigated using both density func-
tional theory (DFT) [16,22] and crystal orbital methods [28]. 
The computations all revealed that this porous graphene is a 
semiconductor with a direct band gap. However, the values 
of the band gap vary widely in different computations. The 
crystal orbital method gives a band gap of 3.7 eV, whereas 
two DFT computations give values of 3.2 eV [16] and  
2.48 eV [22]. It is well known that DFT usually underesti-
mates the band gap, and hybrid functionals such as HSE06 
(a functional developed by Heyd, Scuseria, and Ernzerhof) 
should give more accurate results [16]. As shown in Figure 
2, the band gap of 3.2 eV may be close to the real value. 
Porous graphene is particularly attractive since many efforts 
have been made to open a gap in the band structure of gra-
phene for practical applications [29–33]. Unfortunately, the 
band gap is rather large in polyphenylene-type porous gra-
phene. For a porous graphene with large nanopores in the 
plane, the electronic conductivity should decrease as a result 
of destruction of the integrity of the conjugated sp2 carbon 
network. 
2  Preparation of porous graphene 
Porous graphene can be prepared using chemical or physical 
methods, as summarized below. Different methods provide 
porous graphene with different structural properties. 
2.1  Surface-assisted aryl-aryl coupling of cyclohexa-m- 
phenylene (CHP) 
The porous graphene obtained by this method is a new 2D 
porous hydrocarbon network; it can be regarded as graphene 
with phenyl rings periodically missing. The bottom-up  
surface-promoted aryl-aryl coupling reaction gives a cova-
lently linked hydrocarbon super-honeycomb network with 
high precision and high resolution [21]. 
In this experiment, CHP was deposited at room tempera-
ture from resistively heated quartz crucibles held at 745 K 
onto an Ag(111) crystal surface, which was cleaned before-
hand by Ar+ sputtering and annealing at 725 K for 15 min. 
After annealing the substrate for 5 min to 575 K, the sur-
face-assisted coupling reaction began, and finally resulted in 
fully developed 2D polyphenylene networks at temperatures 
above 575 K. The mechanism is illustrated in Figure 3. 
Further investigations [34] clarified the effect of the sub-
strate on the morphology of the porous graphene. On 
Cu(111), the networks were dominated by dendritic struc-
tures with single-molecule-wide branches, and a mixture of 




Figure 1  Structures of porous graphenes: (a) STM image of 2D polyphenylene-type porous graphene [21]; TEM images of nanopores drilled into (b) mul-
tilayer graphene and (c) monolayer graphene [27].  
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Figure 2  (a) Optimized geometry for 2D porous graphene (dark atoms C 
and light atoms H). (b) Computed band structures based on HSE06 ex-
change correlation functional [16]. The dotted line at zero indicates the 
Fermi level.  
 
Figure 3  (a) Ag-promoted aryl-aryl coupling of iodobenzene to biphenyl; 
(b)–(d) mechanism of surface-promoted aryl-aryl coupling of CHP to fab-
ricate porous graphene; and (e) STM images of porous graphene supported 
on an Ag(111) surface after the polymerization process at 805 K [17]. 
Color code: carbon, gray; hydrogen, white; iodine, brown. 
was observed on an Au(111) surface, whereas highly or-
dered and dense polyphenylene networks emerged only on 
an Ag(111) surface.  
2.2  Electron beam irradiation of suspended graphene 
Electron beam irradiation of suspended graphene sheets [26] 
is a typical way of producing porous graphene. Using fo-
cused electron beam irradiation in a TEM apparatus, na-
nopores and other nanoscale patterns of arbitrary design can 
be introduced into graphene sheets. It has also been demon-
strated that the resulting structures were maintained over 
time, and significant long-range distortions of the graphene 
sheets did not occur, even if there was extensive removal of 
carbon; this confirms the stability of porous graphene ob-
tained in this way. 
In this method, graphene sheets are deposited on a ~50- 
nm-thick suspended SiNx membrane substrate, on which 
arrays of ~1-μm2 holes have been made in advance. Then, 
by sequentially increasing the TEM magnification, condens-
ing the imaging electron beam to its minimum diameter,  
~1 nm, and moving the beam position with the condenser 
deflectors, arbitrary patterns are created. 
2.3  Helium ion bombardment of suspended graphene 
Bell et al. [35] reported that it was possible to precisely cut 
and pattern graphene with helium ions using a modified 
helium ion microscope for lithography. With computer- 
controlled alignment, patterning, and exposure, graphene on 
Si/SiO2 substrates can be tailored according to a design. It 
was also pointed out that little obvious damage to or doping 
of the sample would occur once suitable beam doses were 
determined, whereas extensive deterioration and ionic con-
tamination would arise under the same acceleration voltage 
in the case of a gallium ion beam, as a result of its higher 
atomic mass. 
Apparently, porous graphene synthesized using chemical 
methods exhibits orderly pore distribution and atomic preci-
sion, whereas the pore size of porous graphene prepared via 
physical approaches is tunable from nanometer to sub-  
nanometer by changing the ion and electron doses and  
acceleration voltage, depending on the subsequent applica-
tions.  
In addition to the methods mentioned above, there are 
other potential ways of preparing porous graphene, such as 
atomic force microscope local oxidation nanolithography 
[36] and crystallographic etching with catalytic metal na-
noparticles [37,38]. Further investigations are needed to 
develop economical syntheses of well-ordered large-area 
porous graphene. 
3  Potential applications of porous graphene 
Porous graphene, as a result of its distinct structural and 
electronic properties, is being increasingly investigated be-
cause of its potential applications in many fields such as gas 
purification, DNA sequencing, hydrogen storage, and su-
percapacitors. These will be discussed below. 
3.1  Gas separation and purification 
Whether for industrial purposes or scientific investigations, 
pure gases, such as helium and hydrogen, are in great de-
mand. Compared with traditional methods of gas separation 
such as cryogenic distillation and pressure-swing adsorption, 
membrane separation of gases has lower energy costs, uses 
smaller plants, and has less mechanical complexity [39]. 
The separation of different gases can be achieved on the 
basis of differences in their diffusion rates. 
For traditional strategies of membrane separation, many 
kinds of membranes have been developed, including metal, 
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zeolite, and polymer membranes [40–42], with thicknesses 
ranging from 10 to 103 nm. Since the membrane permeabil-
ity is inversely proportional to its thickness [43], these tra-
ditional membranes seem inferior to graphene, which is 
only one-atom thick. However, a perfect graphene is im-
permeable even to the smallest gas atom, helium, since the 
densely packed honeycomb crystal lattice is strong enough 
to prevent atoms and molecules from passing through it 
[44,45]. To explore its potentially high permeability, it is 
therefore necessary to introduce pores into the graphene 
planes. 
Theoretical investigations have progressed further than 
experiments on the application of porous graphene for gas 
purification. Although there has as yet been no report of 
experimental success, theoretical investigations based on 
first-principles computations have been conducted to ex-
plore the use of porous graphene for gas separation. 
Jiang et al. [18] first proposed the use of porous graphene 
as a one-atom-thin, highly efficient, and highly selective 
membrane for gas separation, by designing pores in gra-
phene, as shown in Figure 4. 
The pore in Figure 4(b) is approximately rectangular in 
shape, with dimensions of 2.5 Å × 3.8 Å for all-hydrogen 
passivation. The computed diffusion barriers through the 
pore are 0.22 and 1.6 eV for H2 and CH4, respectively. We 
can estimate the selectivity of H2 relative to CH4 using the 




















where r is the diffusion rate, A is the interaction (diffusion) 
prefactor, and E is the diffusion barrier. Assuming that the 
prefactors here are the same, the equation yields a high se-
lectivity, 1023, for H2/CH4 at room temperature (T = 300 K). 
Based on molecular dynamics stimulations, the permeance 
of H2 at 600 K under a pressure of 10
5 Pa across the mem-
brane is as high as 1 mol m−2 s−1 Pa−1, whereas a 30-nm- 
thick silica membrane has a permeance of 2×10−7–3×10−7 
mol m−2 s−1 Pa−1 at 673 K [46]. This result is encouraging; 




Figure 4  (a) Pristine graphene sheet. The carbon atoms in the dotted 
circle are removed. (b) An all-hydrogen passivated pore in graphene [18]. 
Color code: C, black; H, grey. 
graphene planes seems impossible at present. 
Bieri et al. [21] successfully synthesized 2D polyphe-
nylene-type porous graphene. This novel structure, with 
one-atom thickness, periodically distributed pores, and uni-
form pore size, has attracted much attention with respect to 
its application to gas purification. On the basis of DFT 
computations, Li et al. [22] compared the diffusion barriers 
for H2 (Figure 5), CO2, CO, and CH4; they are 0.61, 2.21, 
2.35, and 5.19 eV, respectively. The selectivities of H2/CO2, 
H2/CO, and H2/CH4, calculated using the Arrhenius equa-
tion, are 1026, 1029, and 1076, respectively, at 300 K. 
From a more practical standpoint, however, the theoreti-
cal models in the above studies are too simple to be accessi-
ble experimentally. Blankenburg et al. [17] proposed a more 
feasible model by designing a single layer of porous gra-
phene supported on Al2O3, giving high selectivities of 2 × 
1023 and 7 × 1016 for H2/N2 and H2/CO2, respectively. 
More recently, via atomistic Monte Carlo simulations, 
Schrier proposed that 2D polyphenylene and fluoropoly-
phenylene surfaces can be used to adsorb gases selectively 
since the nanoporosity and fluorination can tune the binding 
strength of gas adsorption; this can be applied to CO2 se-
questration, biogas upgrading, SO2 pollution control, and air 
dehumidification [47]. More recently, porous graphene has 
been proposed for isotopic separations [48,49]. 
All the above computations show that porous graphene is 
an ideal material for gas separation and purification in the 
future; experimental explorations to achieve large-area 2D 
polyphenylene-type porous graphene are needed.  
3.2  DNA sequencing 
Solid-state [50,51] and biological nanopores [52] are 
emerging as powerful tools for next-generation DNA se-
quencing. Compared with the traditionally used Sanger 
method [53], which was the key to sequencing the human 




Figure 5  Energy profiles for H2 passing through a pore in polyphenylene. 
The insets are the corresponding configurations of the initial state (IS), 
transition state (TS), and final state (FS). For the TS, both the top and side 
views are given [22]. Color code: C, black; H, white. 
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reduce the cost, and achieve higher resolution of DNA se-
quencing. Previous studies demonstrated that single-strand- 
ed RNA and DNA molecules could be driven through a 
nanosized channel under an electric field [52], and the four 
DNA bases, or nucleotides, hindered the ion current to dif-
ferent extents in the nanopore, causing different drops in the 
measured current [55]. These pioneering basic investiga-
tions lay a firm foundation for nanopore-related DNA se-
quencing. Now nanopore materials are being developed to 
detect the electrical signal flux during the translocation of 
DNA molecules, identify the four different types of nucleo-
tide, and finally achieve single-base resolution of DNA se-
quencing.  
Many porous membrane materials such as SiO2 [56], 
Al2O3 [57], and Si3N4 [58] have been fabricated to explore 
their possible use for DNA sequencing. However, the major 
barricade to achieving high resolution is the finite length of 
the channel through the pore, which makes it difficult to 
distinguish the different current signals of the four nucleo-
tides. In order to leave no more than one nucleotide within 
the interaction range of the electrodes when the target DNA 
is passing through the pore, the optimum thickness of the 
membrane is expected to be the single-nucleotide size of  
~1 nm.  
Porous graphene has therefore been proposed as an ideal 
material for DNA sequencing. Apart from its atomic thick-
ness, graphene is an excellent electrical conductor and ca-
pable of enduring large trans-membrane pressures [44,45]. 
Theoretical investigations have proved the feasibility of its 
use [20], and experiments are also making progress. Almost 
simultaneously, two groups separately achieved the trans-
location of a single DNA molecule through porous graphene 
experimentally [27,59], as illustrated in Figure 6. Schneider 
et al. [27] demonstrated that characteristic temporary con-
ductance changes were observed in the ionic current 
through the nanopore when an individual DNA molecule 
was translocated through the pore.  
Besides the observed different current signals, Merchant 
et al. [59] also studied the influence of substrate on the 
translocation of DNA molecules, discovering that atomic- 




Figure 6  Graphene nanopore device for DNA sequencing. A bias voltage, 
VB, is applied between the reservoirs to drive DNA through the nanopore 
[59]. 
membrane consistently reduced the nanopore noise level 
and improved the mechanical robustness of the device 
compared with SiN-coated porous graphene. The lower 
noise level was attributed to the improved hydrophilicity of 
the TiO2 surface [60] and its superior bonding to graphitic 
materials [61]. More recently, theoretical investigations 
have implied that edge-hydrogenation of porous graphene 
would bring several advantages and provide better perfor-
mances for DNA sequencing, including enhanced interac-
tion between nucleotides and graphene electrodes, and re-
duced signal-to-noise ratios [62]. 
Note that the fraction of detectable DNA translocation 
through porous graphene is smaller than supposed, despite 
its atomic thickness [59]. As with traditional porous mem-
branes, other issues, such as control of the DNA transloca-
tion rate, signal overlap between adjacent nucleobases, and 
the lack of well-defined interactions between nanopores and 
nucleobases [63], need in-depth consideration to make po-
rous graphene practical for DNA sequencing. 
3.3  Hydrogen storage 
Hydrogen attracts great attention in the field of renewable 
energy and is expected to be a major power source in the 
future because of its abundance, cleanness, and high energy 
density. However, the biggest challenge in making indus- 
trial use of hydrogen practical is finding materials able to 
store hydrogen safely and efficiently. Graphene is expected 
to store hydrogen at a high volumetric density since hydro-
gen molecules can be adsorbed on both sides of the gra-
phene. However, it is obvious that there are only weak van 
der Waals interactions between graphene and hydrogen 
molecules; this has been confirmed by Arellano et al. [64], 
who computed the binding energy to be smaller than 0.1 eV, 
and similar phenomena were also observed for carbon and 
BN nanotubes [65]. The introduction of heteroatoms, espe-
cially metal atoms, is proposed as a possible way of enhanc-
ing the interactions between H2 and substrates [66–70]. Po-
rous graphene may be helpful in avoiding the metal clustering 
problem [71]. Du et al. [16] explored hydrogen storage in 
Li-decorated porous graphene using first-principles computa-
tions, and predicted that metal-decorated porous graphene is a 
promising hydrogen storage material (Figure 7).  
 
 
Figure 7  Top views of the optimized geometries for (a) 6 and (b) 12 
hydrogen molecules adsorbed on two- and four-Li-decorated porous gra-
phenes. Green, white, blue, and yellow balls represent C, H, Li, and phy-
sisorbed hydrogen molecules, respectively [16]. 
 Xu P T, et al.   Chin Sci Bull   August (2012) Vol.57 No.23 2953 
Reunchan et al. [72] extended the choice of metal atoms 
to alkaline-earth metals and transition metals (TMs). By com- 
puting the interactions of H2 with porous graphene decorated 
with various metals, they demonstrated two types of inter-
action with H2. Alkali metal and alkaline-earth metal atoms 
become ionized as a result of charge transfer to the porous 
graphene, resulting in static multipole Coulombic interac-
tions. In the case of TM atoms, the interaction with H2 is the 
relatively strong Kubas type: the hybridization of TM d and 
H2 σ and σ* states. It is believed that Ca-decorated porous 
graphene is the most favorable candidate for hydrogen 
storage since it could bind H2 with an adsorption energy of 
~0.23 eV, and the maximum capacity was estimated to be 
~9 wt%. 
However, in metal-decorated graphenes, metal atoms are 
vulnerable to other active components of air, such as oxy-
gen, and the presence of oxygen would interfere with hy-
drogen storage if oxygen is chemically adsorbed on the 
metal atoms in advance [73]. Despite interesting ideas and 
proposals, hydrogen storage is still a major challenge.  
3.4  Supercapacitors 
Supercapacitors are electrochemical power devices used for 
energy storage. Compared with the commonly known 
Li-ion batteries, supercapacitor can be fully charged in se-
conds and achieve a much higher power delivery (10 kW 
kg−1). Moreover, supercapacitors are able to sustain millions 
of more cycles than batteries can, and maintain a longer 
application lifetime. Typically, there are two types of su-
percapacitor, according to their charge storage mechanisms. 
The most commonly used devices at present, mainly based 
on carbon materials such as porous carbon materials [74,75] 
and carbon nanotubes [76,77], are known as electrochemi-
cal double-layer capacitors, and they store charge electro-
statically by reversible accumulation of ions at the elec-
trode/electrolyte interface. Another type, pseudo-capacitors, 
adopts TM oxides or conducting polymers as electrode ma-
terials, using fast and reversible surface or near-surface re-
actions for charge storage. Although the specific pseudo- 
capacitance generally exceeds that of carbon materials with 
a double-layer charge storage mechanism, pseudo-capaci- 
tors suffer from lack of stability during cycling. 
Graphene has been proposed as a competitive material 
for supercapacitors because of its excellent chemical stabi- 
lity [78], high electrical conductivity [3], and large specific 
surface area [79]. So far, several groups [80–83] have re-
ported progress on graphene-based supercapacitors. More 
recently, Jeong et al. [84] have demonstrated a high-   
performance supercapacitor using nitrogen-doped graphene 
as the electrode material, produced by a nitrogen plasma 
process. N-doped graphene presented a specific capacitance 
of more than 250 F g−1 at 1 A g−1; more than 95% of the 
initial capacitance was retained after over 10000 cycles and 
70% remained even over a time period of ~3 months. The 
reason for its excellent performance lies in its novel struc-
ture; several local N-configurations were observed using 
scanning photoemission microscopy, and these configura-
tions may result in some pseudo-capacitance. The N-con- 
figurations in Figure 8 have been recognized computation-
ally by Li et al. [85]. The presence of nitrogen atoms in 
graphene at edges and in basal planes also influences the 
local electronic structures, enhancing binding with ions in 
solution [86]. As a result, more ions can be accommodated 
on the electrode surface for a given electrode surface area. It 
has also been pointed out that the N-6 configuration in the 
basal planes played a major role in improving the capaci-
tance because of the large difference between its binding 
energy and that of its pristine graphene counterpart. Note 
that the N-6 configuration can be regarded as pores in po-
rous graphene saturated with nitrogen atoms; this encourages 
investigations of porous graphene as supercapacitors. 
 
 
Figure 8  Illustration of the plasma doping process. In the plasma process, as a result of physical momentum, nitrogen atoms replace the existing carbon 
atoms. Inset: possible nitrogen configurations resulting from the doping treatment [84]. 
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4  Conclusion and future prospects 
We have summarized recent studies of the properties, prep-
aration, and potential applications of porous graphene. Po-
rous graphene can be obtained by electron and helium ion 
beam irradiation as well as by surface-assisted aryl-aryl 
coupling of phenylene. Because of its unique structural and 
electronic properties, porous graphene attracts great atten-
tion in fields such as gas purification, DNA sequencing, 
hydrogen storage, and supercapacitors. 
However, experimental investigations of this novel mate-
rial are much needed, together with computational studies, 
for progress to be made. Future studies should focus on the 
following issues. First, it is essential to explore economical 
methods for the synthesis of porous graphene since the costs 
of the methods mentioned above are prohibitive for its 
commercial production. Second, the synthesis of large-area 
porous graphene is still a great challenge, and this is a pre-
requisite for the experimental investigation of its chemical 
and physical properties, such as mechanical and thermal 
stability, as well as its use in gas separation. Third, more 
potential applications of porous graphene need to be ex-
plored. For example, since the band gap of 2D polyphe-
nylene-type porous graphene lies in the range of ultraviolet 
light, it may be possible to combine porous graphene with 
photocatalysts and solar cell materials such as TiO2. Finally, 
the potential of porous graphene as catalyst substrates and 
Li-ion battery materials, which in the case of graphene has 
attracted great interest, remains unexplored [87–90]. We are 
fully convinced that as increasing numbers of investigations 
are carried out, porous graphene will bring more surprises in 
the future. 
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